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Stranded Loose Tube Non-armored Cable

GYTA HHEWRYE 250um REEARRBIEHRHREE
F, REFREEHALEN. KEHPOR—REBMEDS,
FREXHOHHHRY, SEMBLNERFL—ERZE (PE).
REE MEXR) B OmEtLenESNERORY, &
SRR REKETEY . REEH (APL) LBRHHRZHE
PERS.

The fibers, 250um, are positioned in a loose tube made of a
high modulus plastic. The tubes are filled with a
water-resistant filling compound. A steel wire, sometimes
sheathed with polyethylene (PE) for cable with high fiber
count, locates in the center of core as a metallic strength
member: Tubes (and fillers) are stranded around the strength
member into a compact and circular cable core. An Aluminum
Polyethylene Laminate (APL) is applied around the cable core,
which is filled with the filling compound to protect it from
water ingress. Then, the cable is completed with a PE
sheath.

BB ROV AETIR R 1%

Good mechanical and temperature performance
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High strength loose tube that is hydrolysis resistant

4y Tube filing compound

EATRUSHE, [OEAHTT XRERP | S Loose tube

Special tube filling compound ensure a critical
protection of fiber
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Specially designed compact structure is good at
preventing loose tubes from shrinking

PE pERARFOARIMIS LR

PE sheath protects cable from ultraviolet radiation
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The following measures are taken to ensure the cable
watertight:
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Steel wire used as the central strength member
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Loose tube filling compound

- REHRSHE
100% cable core filling

®BEEH (APL) BEE

APL moisture barrier

K% 54 5 GYTA %454 YD /T 901-2001 #1 IEC 60794-1

oE.
YOFC(SH) GYTA cable complies with Standard YD/T
901-2001 as well as IEC 80794-1.
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it F4% M Optical Characteristics

| 50/125 um 62.6/125 um
i @ 850 nm <3.0dB/km <3.0d8/km

@1300nm i i | £1.0dB/km < 1.0dB/km
R Attenuation (+20°C) -
@131Dnm

@1550 nm

| @850 nm i 5 | = 600 MHzkm = 200 MHzkm
#% (A@) Bandwidth (Class A) | ; ;
| @1300 nm i : | 2 1200 MHz+km = 600 MHzkm

sl

aumg Numerical Apen:ure 0.200 £ 0.015NA ~ 0.275 + 0.015 NA
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Ben?ﬁng*&nadi s
| 5 . 0 WD
Fillers | Diameter @ Weight i

: mm kg /km an/srh\lmw Long?;ﬂ'lort’brm She'l:ic/Dynarnle

es 1 e 1T 300/1000
'e5 87 | 800/1500 & 300/1000 10D/200
- es5 | 87 auunsuu? 800,/1000 |
aﬁs;vsowwooauomooo
57500/1500300/1000
100  1000,3000 = 800/1000 |  10D/200
~ 1000,3000  800/1000
e e .
| 1000/3000  300/1000 10D/200
“i000,3000  800,1000 10D/200
R B e
~ 1000/3000 ~  800/1000
1000,3000 = 800,/1000
1000 /3000
. : : : : 1000 /3000 : :
GYTA-148~218Xn - 1000/3000
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%77, HAEE: -40CE+70C
Storage / Operating Temperature: -40°C to +707C

3 Note:
a FHESMHEH Xn REEANETER, FRKCLEEARSRE;
Suffix Xn denotes fiber type and see details in YOFC(SH)'s optical fiber illustration.

b EWAEAIMEHT N &%

The colour arrangements of fiber and tube are specified in the colour identification table.

C.RZBPEEEHIRME 1.8mm,
The nominal value of the PE sheath thickness is 1.8Bmm.
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